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External multi card reader with 
Type-C™ USB 3.0 interface

Key features
• High-grade aluminium case
• 3x card reader slot: CF (Type-I), SD 4.0, microSD 4.0 
• Support SD 4.0/UHS-II specification (SDXC-II / SDHC-II) Data transfer rates 

up to 300 MB/s are supported
• Multi-LUN - simultaneous using of all cards is supported!
• With integrated USB Type-C™ connection cable 
• USB 3.0 interface up to 5 Gbit/s

Type-C™ USB 3.0 multi card reader
The Type-C™ USB 3.0 multi card reader is designed for extra connectivity demands. 
With the IB-CR401-C3 you can extend the USB Type-C™ connection of a computer to SD 4.0, microSD 4.0 and CF cards via only one USB Type-C™ interface. 
They can be read and written at the same time by PC, Notebook, etc. The Type-C™ USB 3.0 card reader with UHS-II support allows fast data transfer whether 
you are using one or multiple cards simultaneously.

Packing content
IB-CR401-C3, manual

Model
Article no.
EAN code
Brand
Colour
Material
USB interfaces
Card slot 1

Card Slot 2
Card Slot 3
Transfer rate USB 3.0 
Transfer rate SD 1.1/2.0 (HS)
Transfer rate SD 3.0 (UHS-I)
Transfer rate SD 4.0 (UHS-II)

IB-CR401-C3
60379
4250078167051
ICY BOX
Black
Aluminium & plastic
1x USB Type-C™

microSDHC / microSDXC / microSD 3.0 (UHS-I) / 
microSD 4.0 (UHS-II) 
SDHC / SDXC / SD 3.0 (UHS-I) / SD 4.0 (UHS-II) 
CF up to UDMA166
Up to 5 Gbit/s
Up to 25 MB/s
Up to 100 MB/s
Up to 300 MB/s

Technical data
Transfer rate CF -UDMA166
Power connector
Plug & Play
Operating system
System requirements

Up to 160 MB/s
USB powered
Yes
Windows®, macOS®

Computer with USB 3.0 Type-C™ or Thunderbolt™ 3 
Type-C™ interface. SD 4.0 and microSD 4.0 cards 
required to reach data transfer rate up to 300 MB/s, 
CF -UDMA166 cards required to reach data transfer 
rate up to 160 MB/s. Downwards compatible to all 
legacy SD card versions.

ICY BOX
IB-CR401-C3
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External multi card reader with Type-C™ USB 3.0 interface

A practical computer accessory
Since digital devices like cameras, camcorders, voice recorders and others record audio and video onto 
different storage media, it helps to have a versatile transfer peripheral handy.
Save yourself the hassle of using different card readers for moving files between different computers and hard 
drives by using the ICY BOX IB-CR401-C3 card reader.

The new standard
Type-C™ USB 3.0 ports have two distinct advantages over the existing forms. They are smaller and therefore 
ideal for thin laptops and mobile devices and it is no longer necessary to insert the connector in a particular 
orientation. It always fits and thus saves the user a lot of small annoyances when connecting devices.

Compatible with different memory cards 
You’ll be able to use SDHC/XC and microSDHC/XC, SD 3.0/4.0 (UHS-I/-II) and CF memory cards with 
your IB-CR401-C3. It’s compatible with the most popular operating systems, and all you need is a USB 
Type-C™ or Thunderbolt™ 3 Type-C™ equipped computer to use the reader. 

Logistical data
Packing unit:
Total weight:
Gross weight: (with packing):
Net weight:

Dimension/carton:
Dimension (with packing):
Dimension of article:
Country of origin:
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60 pcs./carton
9.10 kg/carton
0.137 kg
0.066 kg

430x440x240 mm
25x100x203 mm
49x77x17 mm
China

ICY BOX IB-CR401-C3
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